WINZZOL

PETROCHEMICALS PVT LTD

EUROTHERM 550

High Thermal Stability Synthetic Thermic Fluid
(Heat Transfer Fluid)

Temperature Range

-25°C to0 320°C | -13°F to 608°F
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EUROTHERM 550 Engineered with
Worlds most successful Bochar
carbon removal (BCR) Technology
and used world's most valuable
imported additivesin formulation.
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Appearance

Clear slight yellow liquid

Composition

Formulated synthetic hydrocarbons

Recommended bulk temperature 305°C (581°F)
Maximum extended use temperature 320°C (608°F)
Maximum film temperature 341°C (646°F)
Normal boiling point 354°C (664°F)
Pumpability, at 300 mm?/s (cSt) -8°C (17°F)
Flash point, COC (ASTM D92)(Open loop) 222°C to 240°C
Autoignition temperature (ASTM E659) 376°C (708°F)
Autoignition temperature (DIN 51794) 382°C (719°F)

Pour point (ISO 3016)

-58°C (-72°F)

Coefficient of thermal expansion @ 200°C

0.000962/°C

Heat of vaporization at maximum use temperature

228 kJ/kg (98.1 Btu/Ib)

Average molecular weight 320
Pseudocritical temperature 512°C (953°F)
Pseudocritical pressure 13 bar
Pseudocritical density 258 kg/m3
Moisture content, maximum (ASTM E203) 50 to 80 ppm

“The property mentioned here is based on the tested sample and may vary slightly across different samples.”




KEY ADVANTAGES OF [3¥i{ea 1|57k 310)

Remarkable Heat Transfer Properties: EUROTHERM® 550 excels in

efficiently transferring heat, ensuring optimal thermal performance.

Accurate Temperature Control: The fluid's ability to function effectively
allows for precise temperature management for crucial demanding

processes.

Highest Thermal Stability and Anti Oxidation Technology

BCR Technology Create Turbulent Flow to Remove Carbon from the
Fluid: While operation & give a sustainable lifelong quality and longest life
of the fluid.

Low Viscosity with Desire Thermal Conductivity Ensure Lowest
Pumping Energy use and Highest Heat Transfer Ratio.

Selective Synthetic Additives Formulation Ensure a Long Life and High
Thermal Conductivity.

BCR Technology Create Turbulent Flow fo Remove Carbon
from the Fluid

Highest Thermal Stability and Anti Oxidation Technology
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Figure 2 = Turhulent flow laaves back a iay of particles under 0,001 mm
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Low Viscosity Fluids enhance thermal conductivity by promoting
turbulent flow in heat transfer systems. This turbulence increases

the heat transfer ratio while minimizing pumping energy use,
resulting in efficient thermal management.
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APPLICATION METHOD & INDUSTRIES

Indirect close loop Thermic Fluid Heater up to 320°C Temperature.

Food & Beverages Industry Plastic and Polymer

Plywood & Laminate Industry Solar Systems Manufacturing
Textile Industries Heat Transfer Fluid Processing
Rubber Processing Industries Yarn Processing

Marine, Oil and Gas Refinery Lubricants & Grease Manufacturing

Paint & Resin Asphalt Industries

Chemical Processing Bio Diesel Process

Pharma Process Industry And many more.
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Liquid Viscosity®

Vapor

Pressure’

°F kg/m’ kJ/(kg'K) kJ/kg kJ/kg W/(mK) [ cP(mPa's) | cSt (mm?s) kPa
-18 905 1.72 418 -19 0.1341 1821 2000 -
-4 899 1.75 412 -4 01332 757 850 -
14 891 1.79 405 13 0.1320 310 342 -
32 885 1.83 398 33 0.1308 143 162 -
50 877 1.87 391 51 0.1295 74 83 -
68 873 1.91 384 70 0.1285 42 48 -
86 865 1.94 378 88 0.1272 25.2 29 -
104 858 1.98 371 108 0.1252 16.5 19 -
122 852 2.00 364 128 0.1250 1.1 13.1 -
140 845 2.05 358 148 0.1238 7.93 9.39 -
158 838 2.08 352 169 0.1226 5.89 7 -
176 830 212 345 190 0.1214 4.60 5.20 0.010
194 825 215 339 21 0.1203 3.56 4.32 0.018
212 818 219 333 233 0N 2.88 3.52 0.031
230 81 2.23 327 255 on79 2.38 2.93 0.052
248 804 2.26 321 277 0.1169 2.00 2.49 0.080
266 797 2.30 316 300 0.1156 1.71 214 0.140
284 790 2.33 310 324 0.1144 1.48 1.87 0.219
302 785 2.37 304 347 01133 1.29 1.60 0.335
320 777 2.40 298 371 0.1121 114 1.47 0.501
338 770 2.44 293 396 0.1109 1.02 1.32 0.738
356 763 2.47 287 421 0.1098 0.913 1.20 1.07
374 755 2.51 282 444 0.1086 0.825 1.09 1.53
392 748 2.54 276 470 0.1074 0.749 1.00 215
410 741 2.58 271 495 0.1062 0.683 0.921 2.98
428 735 2.60 265 52] 0.1051 0.625 0.852 4.07
446 726 2.65 260 548 0.1039 0.574 0.790 5.51
464 79 2.68 255 574 0.1027 0.528 0.735 7.37
482 m 2N 249 601 0.1015 0.488 0.686 9.76
500 705 275 244 629 0.1004 0.451 0.640 12.9
518 697 2.79 239 656 0.0992 0.418 0.601 16.6
536 689 2.83 233 684 0.0980 0.386 0.563 21.0
554 680 2.86 228 713 0.0968 0.361 0.529 27.2
572 671 2.90 222 742 0.0957 0.334 0.497 34.5
590 663 293 217 77 0.0946 0.31 0.468 43.0
608 654 2.96 21 800 0.0934 0.290 0.441 53.8

“The property mentioned here is based on the tested sample and may vary slightly across different samples.”
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Our highly experienced team is committed to

providing comprehensive support tailored to

your needs. We offer:

Start-up Guidance
Expert assistance to ensure a smooth
initial setup.

Sample Testing and Analysis

In-depth testing services to evaluate
fluid performance and ensure quality.
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System Selection and Pipeline
Design Support

Expert advice to help you choose the

right system & optimize pipeline design.
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Operational Training
Customized training programs to

Do

equip your team with essential skills.

E

Safety Awareness Training
Programs designed to promote safety
and complianceinall operations.

o

Fluid Flushing & Refill Support

Efficient services to maintain system

performance and fluid integrity.

With our support, you can optimize operations and enhance safety and

efficiency in your processes.




ABOUT WINZZOL

WINZZOL's EUROTHERM “HEAT TRANSFER FLUIDS” are expertly engineered for
the efficient indirect transfer of process heat across various applications. These
fluids excel in both single- and multiple-station heat-using systems, providing

exceptionalthermal stability throughout a wide temperature range.
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THE FORCE BEHIND EVERY MACHINE

w I N zzo L® A-301, Ganesh Glory 11, 9824033397 | 9824033398
Jagatpur Rd, Near BSNL Office, info@winzzol.com

PETROCHEMICALS PVT LTD Ahmedabad, Gujarat - 382470 www.winzzol.com
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